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passes the hydrostatic test when it
shows no leakage, distortion, excessive
permanent expansion, or other evi-
dence of weakness that might render
the tank car unsafe for transportation
service.

[Amdt. 180-8, 60 FR 49079, Sept. 21, 1995, as
amended by Amdt. 179-50, 61 FR 33256, June
26, 1996]

§180.513 Repairs, alterations, conver-
sions, and modifications.

(a) In order to repair tank cars, the
tank car facility must comply with the
requirements of appendix R of the AAR
Specifications for Tank Cars.

(b) Unless the exterior tank car shell
or interior tank car jacket has a pro-
tective coating, after a repair that re-
quires the complete removal of the
tank car jacket, the exterior tank car
shell and the interior tank car jacket
must have a protective coating applied
to prevent the deterioration of the
tank shell and tank jacket.

§180.515 Markings.

(@) When a tank car passes the re-
quired inspection and test with accept-
able results, the tank car facility shall
mark the date of the inspection and
test and the due date of the next in-
spection and test on the tank car in ac-
cordance with appendix C of the AAR
Specifications for Tank Cars. When a
tank car facility performs multiple in-
spection and test at the same time, one
date may be used to satisfy the re-
quirements of this section. One date
also may be shown when multiple in-
spection and test have the same due
date.

(b) Pressure converted tank cars
must have the new specification and
conversion date permanently marked
in letters and figures at least 0.95 cm
(0.375 inch) high on the outside of the
manway nozzle or the edge of the
manway nozzle flange on the left side
of the car. The marking may have the
last numeral of the specification num-
ber omitted (e.g., ““DOT 111A100W”’ in-
stead of “DOT 111A100W1"’).

(c) When pressure tested within six
months of installation and protected
from deterioration, the test date mark-

§180.519

ing of a safety relief device is the in-
stallation date on the tank car.

[Amdt. 180-8, 60 FR 49079, Sept. 21, 1995, as
amended by Amdt. 179-50, 61 FR 33256, June
26, 1996; 63 FR 52851, Oct. 1, 1998]

§180.517 Reporting and record reten-
tion requirements.

(a) Certification and representation.
Each owner of a specification tank car
shall retain the certificate of construc-
tion (AAR Form 4-2) and related papers
certifying that the manufacture of the
specification tank car identified in the
documents is in accordance with the
applicable specification. The owner
shall retain the documents throughout
the period of ownership of the speci-
fication tank car and for one year
thereafter. Upon a change of owner-
ship, the requirements of Section 1.3.15
of the AAR Specifications for Tank
Cars apply.

(b) Inspection and test reporting. Each
tank car that is inspected as specified
in §180.509 must have a written report,
in English, prepared according to this
paragraph. The owner must retain a
copy of the inspection and test reports
until successfully completing the next
inspection and test of the same type.
The inspection and test report must in-
clude the following:

(1) Type of inspection and test per-
formed (a checklist is acceptable);

(2) The results of each inspection and
test performed;

(3) Owner’s reporting mark;

(4) DOT Specification;

(5) Inspection and test date (month
and year);

(6) Location and description of de-
fects found and method used to repair
each defect;

(7) The name and address of the tank
car facility and the signature of inspec-
tor.

§180.519 Periodic retest and inspec-
tion of tank cars other than single-
unit tank car tanks.

(a) General. Unless otherwise pro-
vided in this subpart, tanks designed to
be removed from cars for filling and
emptying and tanks built to a Class
DOT 107A specification and their safety
relief devices must be retested periodi-
cally as specified in Retest Table 1 of
paragraph (b)(5) of this section. Retests
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§180.519

may be made at any time during the
calendar year the retest falls due.

(b) Pressure test. (1) Each tank, except
as provided in paragraph (b)(8) of this
section, must be subjected to the speci-
fied hydrostatic pressure and its per-
manent expansion determined. Pres-
sure must be maintained for 30 seconds
and far as long as necessary to secure
complete expansion of the tank. Before
testing, the pressure gauge must be
shown to be accurate within 1 percent
at test measure. The expansion gauge
must be shown to be accurate, at test
pressure, to within 1 percent. Expan-
sion must be recorded in cubic centi-
meters. Permanent volumetric expan-
sion may not exceed 10 percent of total
volumetric expansion at test pressure
and the tank must not leak or show
evidence of distress.

49 CFR Ch. | (10-1-99 Edition)

(2) Each tank, except tanks built to
specification DOT 107A, must also be
subjected to interior air pressure test
of at least 100 psi under conditions fa-
vorable to detection of any leakage. No
leaks may appear.

(3) Safety relief valves must be re-
tested by air or gas, must start to dis-
charge at or below the prescribed pres-
sure and must be vapor tight at or
above the prescribed pressure.

(4) Frangible discs and fusible plugs
must be removed from the tank and
visually inspected.

(5) Tanks must be retested as speci-
fied in Retest Table 1 of this paragraph
(b)(5), and before returning to service
after repairs involving welding or heat
treatment:

RETEST TABLE 1

Retest interval—years Minimum Retest Safety relief valve
pressure—p.s.i. pressure—p.s.i.

Specification Safety relief | Tank hydro-
Tank devi)::esd stat?;: Tank air test disslgrrl;tr(é-e Vapor tight

expansion ¢
DOT 27 ... 5 2 500 100 375 300
106A500 .. 5 2 500 100 375 300
106A500X 5 2 500 100 375 300
106A800 .. 5 2 800 100 600 480
106A800X 5 2 800 100 600 480
106A800NCI 5 2 800 100 600 480
107A * * * * d5 a (v) None None None
110A500-W 5 2 500 100 375 300
110A600-W 5 2 600 100 500 360
110A800-W 5 2 800 100 600 480
110A1000-W . 5 2 1,000 100 750 600
BE-27 5 2 500 100 375 300

Notes:

alf DOT 107A * * * * tanks are used for transportation of flammable gases, one frangible disc from each car must be burst at
the interval prescribed. The sample disc must burst at a pressure not exceeding the marked test pressure of the tank and not
less than 70 percent of the marked test pressure. If the sample disc does not burst within the prescribed limits, all discs on the

car must be replaced.

bThe hydrostatic expansion test pressure must at least equal the marked test pressure.

cSee §180.519(b)(1).

dSafety relief valves of the spring-loaded type on tanks used exclusively for fluorinated hydrocarbons and mixtures thereof
which are free from corroding components may be retested every 5 years.

(6) The month and year of test, fol-
lowed by a ““V”’ if visually inspected as
described in paragraph (c) of this sec-
tion, must be plainly and permanently
stamped into the metal of one head or
chime of each tank with successful test
results; for example, 01-90 for January
1990. On DOT 107A**** tanks, the date
must be stamped into the metal of the
marked end, except that if all tanks
mounted on a car have been tested, the
date may be stamped into the metal of
a plate permanently applied to the

bulkhead on the ‘““A” end of the car.
Dates of previous tests and all pre-
scribed markings must be kept legible.

(¢) Visual inspection. Tanks of Class
DOT 106A and DOT 110A-W specifica-
tions (8§179.300, 179.301, 179.302 of this
subchapter) used exclusively for trans-
porting fluorinated hydrocarbons and
mixtures thereof, and that are free
from corroding components, may be
given a periodic complete internal and
external visual inspection in place of
the periodic hydrostatic retest. Visual
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inspections shall be made only by com-
petent persons. The tank must be ac-
cepted or rejected in accordance with
the criteria in CGA Pamphlet C-6.

(d) Written records. The results of the
pressure test and visual inspection
must be recorded on a suitable data
sheet. Completed copies of these re-
ports must be retained by the owner
and by the person performing the pres-
sure test and visual inspection as long
as the tank is in service. The informa-
tion to be recorded and checked on
these data sheets are: Date of test and
inspection; DOT specification number;
tank identification (registered symbol
and serial number, date of manufacture
and ownership symbol); type of protec-
tive coating (painted, etc., and state-
ment as to need for refinishing or re-
coating); conditions checked (leakage,
corrosion, gouges, dents or digs, broken
or damaged chime or protective ring,
fire, fire damage, internal condition);
test pressure; results of tests; and dis-
position of tank (returned to service,
returned to manufacturer for repair, or
scrapped); and identification of the per-
son conducting the retest or inspec-
tion.

[Amdt. 180-8, 60 FR 49079, Sept. 21, 1995, as
amended by Amdt. 179-50, 61 FR 33257, June
26, 1996]

APPENDIX A TO PART 180—INTERNAL
SELF-CLOSING STOP VALVE EMER-
GENCY CLOSURE TEST FOR LIQUEFIED
COMPRESSED GASES

1. In performing this test, all internal self-
closing stop valves must be opened. Each
emergency discharge control remote actu-
ator (on-truck and off-truck) must be oper-
ated to ensure that each internal self-closing
stop valve’s lever, piston, or other valve indi-
cator has moved to the closed position.

2. On pump-actuated pressure differential
internal valves, the three-way toggle valve
handle or its cable attachment must be acti-
vated to verify that the toggle handle moves
to the closed position.

[64 FR 28052, May 24, 1999]

Pt. 180, App. B

APPENDIX B TO PART 180—ACCEPTABLE
INTERNAL SELF-CLOSING STOoP
VALVE LEAKAGE TESTS FOR CARGO
TANKS TRANSPORTING LIQUEFIED
COMPRESSED GASES

For internal self-closing stop valve leakage
testing, leakage is defined as any leakage
through the internal self-closing valve or to
the atmosphere that is detectable when the
valve is in the closed position. On some
valves this will require the closure of the
pressure by-pass port.

(a) Meter Creep Test.

1. An operator of a cargo tank equipped
with a calibrated meter may check the inter-
nal self-closing stop valve for leakage
through the valve seat using the meter as a
flow measurement indicator. The test is ini-
tiated by starting the delivery process or re-
turning product to the cargo tank through
the delivery system. This may be performed
at an idle. After the flow is established, the
operator closes the internal self-closing stop
valve and monitors the meter flow. The
meter flow must stop within 30 seconds with
no meter creep within 5 seconds after the
meter stops.

2. On pump-actuated pressure differential
internal self-closing stop valves, the valve
must be closed with the remote actuator to
assure that it is functioning. On other types
of internal self-closing stop valves, the
valve(s) may be closed using either the nor-
mal valve control or the discharge control
system (e.g., remote).

3. Rejection criteria: Any detectable meter
creep within the first five seconds after ini-
tial meter stoppage.

(b) Internal Self-Closing Stop Valve Test.

An operator of a cargo tank that is not
equipped with a meter may check the inter-
nal self-closing stop valve(s) for leakage as
follows:

1. The internal self-closing stop valve must
be in the closed position.

2. All of the material in the downstream
piping must be evacuated, and the piping
must be returned to atmospheric tempera-
ture and pressure.

3. The outlet must be monitored for 30 sec-
onds for detectable leakage.

4. Rejection criteria. Any detectable leak-
age is considered unacceptable.

[64 FR 28052, May 24, 1999]

1005



		Superintendent of Documents
	2015-01-08T10:14:32-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




